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Single monitor
SpaceArm

Standard SpaceArm
SAO]

Available weight ranges:
0.9-4.53kg, 2.67-7.25kg or 6.80-13.6kg
2-10lbs, 5-16lbs or 15-30lbs

Sit-Stand SpaceArm
SSO1

Available weight ranges:
0.9-4.53kg, 2.67-7.25kg or 6.80-13.6kg
2-10lbs, 5-16lbs or 15-30lbs

Direct SpaceArm
SDO1

Available weight ranges:
0.9-4.53Kkg, 2.67-7.25kg or 6.80-13.6kg
2-10lbs, 5-16lbs or 15-30lbs
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Single monitor
SpaceArm

XP SpaceArm
SAOQOIXP

Available weight ranges:
0.9-4.53Kg, 2.67-7.25kg or 6.80-13.6kg
2-10lbs, 5-16lbs or 15-30lbs

Long SpaceArm
SXOT

Available weight ranges:
0.9-4.53kg, 2.67-7.25kg or 6.80-13.6kg
2-10lbs, 5-16lbs or 15-30lbs

Long XP SpaceArm
SXO1XP

Available weight ranges:
0.9-4.53kg, 2.67-7.25kg or 6.80-13.6kg
2-10lbs, 5-16lbs or 15-30lbs

360°

230° \
Tilt 40°

< [20°+ 20°-]

360° —»
360° —»
360° —
63.00 - 692.00mm
248 -2724"
< >
360°
230° \
Tilt 40°
[20°+ 20°-]
360° —»
360° —]
63.00 - 622.00mm
248 - 24.49"
360°
230°
Tilt 40°
\ < [20°+ 20°-]
360° — B
360° —
360°

@ Adapt Global Group | www.adapt-global.com

19.84"

+178.00mm

504.00mm

A

+7.01"

-140.00mm
-5.51"

464.00@;1 m
18.27

A
+178.00mm
+7.01"

\4

A

-140.00mm
-5.51"

504.00mm
19.84"

i

+178.00mm
+7.01"

-140.00mm
-5.51"

63.00 - 805.00mm
248" - 31.69"



Single monitor
SpaceArm

Stubby SpaceArm
STOl

Available extension piece:
101.emm (4")
152.4mm (6")
203.2mm (8")

Available weight range:
Up to 18kg/39.68lbs

Stubby Plus SpaceArm
SPO1

Available extension piece:
101.emm (4")
152.4mm (6")
203.2mm (8")

Available weight range:
Up to 18kg/39.68lbs
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Double monitor
SpaceArm

230°

Standard SpaceArm
SAO02

Holds 2 x 609.6mm (24") widescreen

monitors
360°—P>

Available weight ranges:
0.9-4.53kg, 2.67-7.25kg or 6.80-13.6kg
2-10lbs, 5-16lbs or 15-30lbs

230°

Sit-Stand SpaceArm
SS02

Holds 2 x 609.6mm (24") widescreen
monitors

Available weight ranges:

0.9-4.53kg, 2.67-7.25kg or 6.80-13.6kg
2-10lbs, 5-16lbs or 15-30lbs.

360°
230°

XP SpaceArm

o —p
SAO02XP
Holds 2 x 685.8mm (27") widescreen
monitors
360° — P>

Available weight ranges:
0.9-4.53kg, 2.67-7.25kg or 6.80-13.6kg
2-10lbs, 5-16lbs or 15-30lbs.
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Double monitor
SpaceArm

360° Tilt 40°
2300\\ [20°+ 20°-]
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Multiple monitors

Multi-Mount

230°

Single Arm \
Two Monitors o

SMM12QC/SAOINK

Length of extrusion: 789mm (31")
Fits 2 x 609.6mm (24") widescreen
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Tilt 40° 770.00mm
3607 [20°+20°] 3031"
<

) |

+178.00mm
+7.01"

464.00mm
18.27"

Yy
A

-140.00mm
-5.51"

Available weight ranges:
0.9-4.53kg, 2.67-7.25kg or 6.80-13.6kg y
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Double Arm
Two Monitors
SMM22QC/SA02NK

Length of extrusion: 789mm (31")
Fits 2 x 609.6mm (24") widescreen
monitors
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464.00rpm
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Available weight ranges: v
0.9-4.53kg, 2.67-7.25kg or 6.80-13.6kg
2-10lbs, 5-161bs or 15-30lbs e 204

Double Arm R esoorn
Three Monitors . N |
SMM23QC/SAO2NK ...

v

IS ) 7y
Length of extrusion: 1372mm (54") §§ 78.00mrm
Fits 3 x 609.6mm (24") widescreen & '

. 360° —»
monitors -140.00mm
-5.51

Available weight ranges: 15000 - 520.00mm
0.9-4.53kg, 2.67-7.25kg or 6.80-13.6kg 591-2047"

2-10lbs, 5-16lbs or 15-30lbs
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Global Group

Create workspaces that work.

adapt

ARCHITECTURAL

Solutions to build modern commercial spaces more quickly and efficiently.

adapt

Unlock workspace potential.

ERECS
SOUIRD

Ergonomic consultancy and software to improve employee health and productivity.

www.adapt-global.com
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